Manual for the New A002 auto pair copy remote
This brand new auto-pair-copy remote can learn codes of fix-code remotes. It is compatible at the moment with internal codes of after-sale remotes of up to 64 bit including: 

2262 ,2260 ,5026,5326,5326-3,5326-4,FP527,PT2240,EV1527,HT6010,HT6014,HT12E,HT640,HT680,PLC158,PLC008,SMC918,SMC926,PT2292,12L-4SC,HT6026,UM3750AM, etc.
Features: one to one key copy, each key password alone save, can continuous repetitive copy use one million times. Privacy is strong, especially suitable for home his copy their remote control. 
Method of use: 
1, copy before clear factory production copy into the test code, the method is also hold the remote control such as the two key do not let go, about three seconds lamp by flash into slow after the flash, then according to the RenYiJian loosen alone, light does not shine, said internal code has been cleared. 
2, hold the book confidential to a copy of the key not let go, the guest's son machine corresponding key hold don't let go and close to the receiving antenna place, about three seconds after the machine light never bright - slow flash, flash to let go, try click this button and turn bright, say learning copy success. The same operation to complete other key copy. 

3, [] fixed frequency: 315 MHZ 330 MHZ 433 MHZ and customer demand frequency. 

[] adjustable frequency, the machine factory frequency general adjustment in 315 MHZ nearby, such as the guest's remote control is the frequency, copy after completion of the trial can be directly, such as the guest's remote control is not the frequency, please use non-inductive adjustable batch transferred to the receiver has reaction after pull far fine tuning, to the farthest so far. If you have the remote control copy machine usable frequency measuring function accurate debugging. Because this machine has the hardware decoration, please turn down 2-3 MHZ, and finally to put on shell shall prevail. 

4, restore function: if not careful false clear internal code, with two key, as shown by the lamp shining said internal code has been restored 
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Press the two keys simultaneously and hold on at least 3 seconds to clear code.








Fixed frequency close to the left to copy the best 























Press the two keys simultaneously to restore code in 2 seconds.








Adjustable frequency close to the left to copy the best 











